mm. thickness Equipment

t mm. flange
"1 Direct Vulcanized | Cement Safety Shoes Classification:
lv| Class 75

| Goodyear Welt Others Specify:
[ ] Class 50




Republic of the Philippines

I DERMRTMENT ORMABOR AND EMRLOYMENT .
’ r ' OSHC

Occupational Safety and Health

North Avenue Corner Agham Road, Diliman, on City 91 .
SAFETY CONTROL DIVISION
Safety Shoes Test Result .
OSHC FORM 1b Revised Ref. No._SS-10-022
E. ELECTRICAL RESISTANCE TEST
Specimen . Test Leakage.
Number - Voltage (V) Current (mA) BN CREJERIA
1 14,000 2 Each shoe shall be capable to withstand the application
of 14,000 volts for one minute showing no leakage
2 14,000 15 FAILED current in excess of 3.0 mA
3 14,000 15
F. STATIC DISSIPATIVE TEST
Specimen Test Resistance
Number Voltage (V) (Mega-Ohms) REMARKS SRRl
1 Type I: 1 mega-ohm to 100 mega-Ohms
2 TEST NOT Type II: 101 mega-Ohms to 1,000 mega-Ohms
3 CONDUCTED
COMMENTS:
) The specimM®assed the requirem SI 741-1999 for ¥mpact
Resistance, Compression and Sole Puncture it failed to m
the requirements for Electrical Resistance te >\

“Test Conducted By: é L
ENGR. ONNA Q. ENGR. ALEX . SACABON

Engineer y > Yy
Noted By: Q"W‘/ Date: ' )

ENGR. JOSE MARIA S. BATINO 3 March 2010

Chief, Safety Control Division
—
/\ &
A. TERESITA [5. CUCUECO, M. D.

OIC - Executive Di?ector





